
ACE LEAK DETECTOR (LD) is an iridescent, bubble-type gas leak detector formulated 
with a controlled viscosity to allow the product to cling to pipes and pipe joints to 
ensure detection of even the smallest leaks. Will not freeze unless temperature is 

below 5oF. If freezing does occur, bring to room temperature and re-use. ACE
LEAK DETECTOR (LD) provides positive leak detection in refrigeration, air and gas 
lines. Do not use for testing oxygen systems. 

FEATURES & BENEFITS

 Easy-to-use formula for hard to reach leaks.
 Viscous formula clings to vertical surfaces.
 Locates even microscopic leaks.

DIRECTIONS:  Apply ACE LEAK DETECTOR (LD) liberally around joints or "suspected" 
leaks with dauber. Bubbles will form if leak is present. Clean surfaces with water 
upon completion. 

SAFETY: In the event of skin contact, IMMEDIATELY flush area with soap and water. For 
eye contact, flush eyes with clean water for at least 15 minutes. If irritation 
persists, seek IMMEDITE medical help. 

CAUTION:  KEEP OUT OF THE REACH OF CHILDREN 

PHYSICAL PROPERTIES

….. 
….. 

APPEARANCE 
COLOR  
pH ….. 
SPECIFIC GRAVITY ….. 
PACKAGING ….. 

Clear Liquid 
Greenish yellow 
10.5 
1.012 
24x8oz bottles per case 
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LEAK DETECTOR (LD) 
Dauber-type Leak Detector

http://www.atlanticchemical.com/



