
ACE HEAVY-DUTY SPRAY ADHESIVE (SPA) is a high solids, non-chlorinated, 
waterproof, flexible, transparent, non-staining spray adhesive for both temporary and 
permanent bonding.  

FEATURES & BENEFITS

 Wide Web Spray Pattern - economical in use.
 Flexible use - permanent or temporary bonding.
 Environmentally friendly formula - non-chlorinated formula.
 Multi-purpose - ideal for fiberglass insulation, duct liner, cardboard, most

plastics, polyethylene sheeting and cloth.

DIRECTIONS for USE: Shake well before using. Hold can upright and apply in side-to-
side motion 10-14 inches from surface. For temporary bonds, spray surface, allow 
to tack then apply material to be bonded. For permanent bonds, liberally spray both 
surface and material, allow to tack and then apply. After use, turn can upside 
down and spray for two seconds. If adhesive dries in valve opening, remove with 
degreasing solvent.  

SAFETY: If inhaled, remove to fresh air. If swallowed, do NOT induce vomiting, 
seek IMMEDIATE medical help. For skin/eye contact, flush with clean water for 15 
minutes; seek IMMEDIATE medical help if irritation persists. 

CAUTION: Extremely flammable. Contains Acetone and Hexane. Do not use near 
heat, sparks or flame. Avoid excessive inhalation. Avoid skin/eye contact. Do 
not store at temperatures above 120*F. Harmful or fatal if swallowed. KEEP OUT 
OF THE REACH OF CHILDREN. 

PHYSICAL PROPERTIES
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APPEARANCE 
COLOR 
pH ….. 
SPECIFIC GRAVITY …..
PACKAGING ….. 

Liquid 
Clear 
5.2 
0.938 
6x16oz (12oz net)/case 

Atlantic Chemical & Equipment Company, 
3471 Atlanta Ind Pkwy Ste 200 Atlanta GA  30331

Telephone 800 929 2436 Web Address www.atlanticchemical.com

HD ADHESIVE SPRAY (SPA) 
Web Pattern Duct Liner Aerosol Adhesive




