
Liquid-Tight Flexible Non-Metallic Conduit

• Flexible PVC construction. 
Phthalate free.

• Lightweight and lower 
installed cost

• Oil/water resistant
• Sunlight resistant, 
direct burial

• Crush resistant 
• Temperature rated: 
-18°C to 75°C

• UL listed, CSA certified

Sealtite® Flexible Metallic Conduit

Sealtite® flexible conduit provides protection for wet or 
oily locations. UL listed conduit has a continuous copper 
ground built into the core. All UL
listed Sealtite® is UV resistant.

MARS NO. DESCRIPTION MARS PACK

84102 1/2”, metallic conduit, UL, boxed 100 ft 1
84103 3/4”, metallic conduit, UL, boxed 100 ft 1
84110 1/2”, metallic conduit, boxed 100 ft 1
84111 3/4”, metallic conduit, boxed 100 ft 1
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All Whips Bagged

MARS A/C Whips Non-Metallic Fittings
Non-metallic conduit with non-metal fittings.
Assembled with UL approved components.

MARS NO. DESCRIPTION MARS PACK

84131 4’ x 1/2” #10 ga. non-metallic whip UL 1
84133 4’ x 3/4” #8 ga. non-metallic whip UL 1
84135 6’ x 1/2” #10 ga. non-metallic whip UL 1
84137 6’ x 3/4” #8 ga. non-metallic whip UL 1
84139 8’ x 1/2” #10 ga. non-metallic whip 1
84141 8’ x 3/4” #8 ga. non-metallic whip 1
84143 10’ x 3/4” #8 ga. non-metallic whip 1

84137

MARS A/C Whips Metallic Fittings
Non-metallic conduit with metal fittings.
Assembled with UL approved components.

MARS NO. DESCRIPTION MARS PACK

84132 4’ x 1/2”        #10 ga. metallic whip UL 1
84134 4’ x 3/4”        #8 ga. metallic whip UL 1
84136 6’ x 1/2”        #10 ga. metallic whip UL 1
84138 6’ x 3/4”        #8 ga. metallic whip UL 1

84138

MARS A/C Whips All Metallic

MARS NO. DESCRIPTION MARS PACK

84125 4’ x 1/2” all metallic whip 1
84126 4’ x 3/4” all metallic whip 1
84127 6’ x 1/2” all metallic whip 1
84128 6’ x 3/4” all metallic whip 1

Accessories

84117-84122

Square locked design with 
copper ground wire 

84102-84111

84102

MARS NO. DESCRIPTION MARS PACK

84117 3/8”, non-metallic conduit, UL, boxed 100 ft  1
84118 1/2”, non-metallic conduit, UL, boxed 100 ft 1
84119 3/4”, non-metallic conduit, UL, boxed 100 ft 1
84120 1”, non-metallic conduit, UL, boxed 100 ft 1
84121 1/2”, non-metallic conduit, UL, polybag 25 ft 1
84122 3/4”, non-metallic conduit, UL, polybag 25 ft 1


